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Application range

 Fastening components and brackets to thin-walled metal pro-
files for photovoltaic installations:

 >  Fastening trapezoidal sheet flashings, clips for fixing standing 
seam systems or pre-punched retainers to thin-walled steel 
substructures (e.g. profiled sheets)

 >  Fixing wind deflector sheets to profiled elements

Properties

 >  A2 stainless steel with hardened steel point
 >  Stainless steel sealing washer
 > Pre-assembled sealing washer
 > Non-skid application
 > Reduced swarf fastening
 > High load-bearing capacity

EJOFAST® self-drilling screw JF3-2-5.5

Order description
Length 
[mm]

Clamping thickness
[mm]

PU
[pieces]

Price/100
[EUR]

Article number EAN

Sealing washer E 16, Ø 16 mm

JF3-2-5.5x25 E16 25 0 – 7 500 3597211391 4061245015040

JF3-2-5.5x25 E16 VE100 25 0 – 7 100 6597211391 4061245014609

JF3-2-5.5x35 E16 35 0 – 17 500 3597511391 4061245015026

Cross references 

Socket wrench insert SW8  
Cordless screwdriver ASCS 6.3   

Applications

Z-14.4-426

Certifications

ETA-10/0200 

Technical specifications

DC
tI+tII

mm

1.0 + 1.0

1/min
max. 1800SW8

mm
5.5

E16

Product online

Further versions  
available

Self-drilling screw 
JT3-FR-2-5.5

A4 stainless steel  
available upon request

Self-drilling screw 
JF6-2-5.5

https://www.ejot.de/p/JF3-2-5_5?qr=0003

